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PRODUCT DESCRIPTION:
Quality High Bay Luminaires for high pressure  sodium vapour and  
Metal Halide in suspension or recessed mounting. Most commonly 
used as suspended fixtures with choice of reflectors and beam 
scope.

Specification Features

HIGH BAY 

Housing:

Control Gear: Certified as per European Safety Standard.

Wiring: 

Installation:

Diffusers: 

Reflectors: Spun Anodized Aluminium, 99.9% purity. 
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Additional 

Option:

Please refer to our LED Catalogue.

Tempered protection glass. 

Suspended using Eye Hooks
Recessed using GI frame.

Pre-wired using heat resistant wires with appropriate 
control gear up to the terminal block.

Corrosion resistant Die-cast aluminium alloy gearbox. 

Stainless Steel locking devices.

Durable silicon rubber gasket. 

Gear box housing finished in polyester coated in black.

IP Rating: IP 65

Wire Guard is available. 
Auxiliary lamp for emergency option  is possible.

15-1511-006 /2/EL26

15

Family Code

Model No.
No. of Lamps & Wattages

Additional 
Option

ORDERING EXAMPLE:

Additional Option:

EL 26 - Auxillary Emergency light 26W

REC - Recessed Mounting Highbay

1511 2        EL26

SG- Silver Grey color gear box

www.litetechind.com

WG- Wire Guard

* LT HIGH BAY 1511 1XMH 400W 230V 50Hz EL26

APPLICATION:
Warehouses, Workshops, Industries, Stores, Shop floor and 
Hyper-markets, etc.

 Freq/ Voltage and Ballast Type

1- Magnetic 220V 50Hz  

2- Magnetic 230V 50Hz 

3- Magnetic 240V 50Hz  

4- Magnetic 220V 60Hz 

006

Ballast Type
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15-1511
Housing: 

Reflector:

Diffuser:

Aluminium Casting 

Aluminium 

Tempered glass 

Order Code Ballast Base Wattage

15-1511-001 Magnetic E27 1XMH 150W

15-1511-003 Magnetic E40 1XSON 250W

15-1511-002 E40 1XSON 150W

15-1511-004 E40 1XMH 250W

ORDERING INFORMATION

15-1511-005 Magnetic E40 1XSON 400W

15-1511-006 E40 1XMH 400W

Magnetic

Magnetic

Magnetic

* Please use elliptical shape lamp to get original lamp CCT.

SPECIFICATION 

IP65

GEARBOX

CLASS I

AVERAGE BEAM ANGLE(50%): 112.6 DEG
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15-1512
Housing: 

Reflector:

Diffuser:

Aluminium Casting 

Aluminium 

Tempered glass 

SPECIFICATION 

IP65

GEARBOX

CLASS I

Order Code Ballast Base Wattage

15-1512-001 Magnetic E27 1XMH 150W

15-1512-003 Magnetic E40 1XSON 250W

15-1512-002 E40 1XSON 150W

15-1512-004 E40 1XMH 250W

ORDERING INFORMATION

15-1512-005 Magnetic E40 1XSON 400W

15-1512-006 E40 1XMH 400W

Magnetic

Magnetic

Magnetic

* Please use elliptical shape lamp to get original lamp CCT.

AVERAGE BEAM ANGLE(50%): 112.6 DEG
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