
LITETECH
THE ULTIMATE SOLUTION FOR ILLUMINATION

LOW BAY



Quality Low Bay Luminaires for HID Pressure Sodium Vapour and  

Metal Halide lamps in surface, suspended or recessed mounting. 

Ideal for protection against dust and water. Versatile, rectangular 

specular luminaires  with horizontal burning position of lamps. 

Suitable for mounting heights of 4 meters to 6 meters.

Specification Features:

LOW BAY

Housing:

Control Gear: 

Pre-wired using heat resistant wires with appropriate 
control gear up to the terminal block.

Wiring: 

IP Rating: IP 54

>Recessed by mounting brackets. 
>Surface mounted by screwing. 
>Suspended using eye hooks.

Installation:

Additional 
Option:

Tempered safety glass.

Reflectors: Anodized Aluminium, 99.9% pure in hammered

finish.

CRCA steel sheet in white colour RAL 9016. 

Stainless Steel locking screws. 

Durable silicon rubber gasket.

Diffusers:
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Auxiliary lamp for emergency option is possible.

 Please refer to our LED Catalogue.

PRODUCT DESCRIPTION:

Certified as per European Catalogue.

APPLICATION:
Small Industries,Workshops,Garages,Service Stations, 
Canopies,Petrol Stations,Commercial & Industrial interiors. etc.

16-1611-004 /2/EL26

16 

Family Code

Model No.

No. of Lamps & Wattages

Additional 
Option

ORDERING EXAMPLE:

Additional Option:

EL 26 - Auxillary Emergency light 26W

REC - Recessed Mounting Lowbay

1611 2 EL26

www.litetechind.com

* LT LOW BAY 1611 1XMH 250W 230V 50Hz EL26

 Freq/ Voltage and Ballast Type

1- Magnetic 220V 50Hz  

2- Magnetic 230V 50Hz 

3- Magnetic 240V 50Hz  

4- Magnetic 220V 60Hz 

004

Ballast Type
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POLAR DIAGRAM

400W MH HPI

16-1611 

SPECIFICATION: 

Body:  

Reflector: 

Color: 

Steel Housing 

Anodized Aluminium 

Tempered Glass 

White

Diffuser: 

SCHEMATIC

IP54 CLASS I

Order Code Ballast Base Wattage

16-1611-001 Magnetic E27 1XMH 150W

16-1611-003 Magnetic E40 1XSON 250W

16-1611-002 E40 1XSON150W

16-1611-004 E40 1XMH 250W

ORDERING INFORMATION

16-1611-005 Magnetic E40 1XSON 400W

16-1611-006 E40 1XMH 400W

Magnetic

Magnetic

Magnetic
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1468.53cm

2055.94cm

2349.65cm

2643.36cm

2937.06cm

5m 96.49,267.3lx

7m 49.23,136.4lx

8m 37.69,104.4lx

9m 29.78,82.49lx

  380 mm 

36
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600 mm 

TOP VIEW

21
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SIDE VIEW

10m 24.12,66.82lx
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