
LITETECH
THE ULTIMATE SOLUTION FOR ILLUMINATION

SURFACE 
MODULAR



An efficient and quality luminaire for T8, T5 and PLL lamps which 

derives from a lateral surface installed beneath the ceiling. It 

produces ambient brightness required in its relevant application   

enhance by its aesthetic design.

Specification Features:

SURFACE 

Housing:

Diffuser: Polystyrene Prismatic/ Opal
Acrylic Prismatic/Opal

Control Gear: 

All wiring, socket and connectors are heat resistant
(105⁰C) and meet European Safety Standard 
requirements.

Wiring: 

IP20 - for Louver Optics 

IP32/40/44 - for Diffusers 

IP54/65 - for Sealed Diffusers

IP Rating:

Certified as per European Safety Standard.

Louver: Louver is of high quality Aluminium, Optics is fixed to the

housing through Spring Steel clip to facilitate easy 

installation and maintenance.          

PRODUCT DESCRIPTION:
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Steel (CRCA) sheet; powder coated in white (RAL9016) 

Please refer to our LED Catalogue.

APPLICATION:
Office, Conference Halls, VDU Areas, Libraries, 
Educational Institutions, Lecture rooms, Department Stores, 
Shops, Indoor Passages/Corridors, etc.

www.litetechind.com



11-8101
Housing:

Reflector: 

CRCA sheet steel white epoxy polyester 

powder coated in white.

High purity Aluminium reflector 

Profiled Aluminium cross lamellae 

Installation: 
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IP20 CLASS I

Specification:

Polar Diagram:

18W  36W 

L H W

1 X 612 80 185

2 X 80 300

3 X 80 595

4 X 80 595

Common to all 
Wattages

Dimensions in (mm)

No. of 

Lamps

c0/180, 63.4deg c90/270, 89.1deg

90
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150

AVERAGE BEAM ANGLE(50%):72.1 DEG  

-/+180

60
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400
800
1200
1600
2000

123.56cm

271.84cm

370.69cm

494.26cm

617.82cm

1m 929.7,1635lx

2.2m 192.1,337.8lx

3m 103.3,181.6lx

4m 58.11,102.2lx

5m 37.19,65.39lx

Single Parabolic ReflectorT8

Schematic

Description:
11-8101 series luminaires are high output, surface range of fluorescent luminaires with aluminium reflectors. The reflectors are fixed to the housing through wishbone 

springs for easy installation and lamp replacement. Uniform light output within the maximum space to height ratio is assured.

Surface Mounted
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11-8101/ 418 / 5 / IP20 EL3

Ordering Example:

Ordering Guide: 

Freq/ Voltage and Ballast Type

1- Magnetic 220V 50Hz  

2- Magnetic 230V 50Hz 

3- Magnetic 240V 50Hz  

4- Magnetic 220V 60Hz 

5- High frequency ballast 

6- High frequency economy ballast

7- High frequency DALI ballast 

8- High frequency Regulator ballast

Accessories Option:

EL3 - 

FT- 

C- 

Emergency kit

Fuse Terminal

Capacitor
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T8 Single Parabolic Reflector
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Model Number

No. of Lamps

18  5     IP20  EL3

Wattages

Accessories Option 

IP Rating 

Ballast type

* LT Surface Single parabolic fitting 60x60  4x18W HF IP20 /EL3

Office, Institutes, Recreation, Retail 
Application:



11-8102
Housing:

Reflector: 

CRCA sheet steel white epoxy polyester 

powder coated in white.

Installation: 
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IP20 CLASS I

Specification:

Polar Diagram:

18W  36W 

L H W

2 X 95 300

3 X 95 610

4 X 95 610

Common to all 
Wattages

Dimensions in (mm)

No. of 

Lamps

Double Parabolic ReflectorT8

Schematic

Description:
11-8102 series is high output surface type luminaire, constructed with a parabolic design of main reflector and cross lamellae. These are specially constructed optics for glare control.

Anodized aluminium reflector 

Surface Mounted

www.litetechind.com
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4x18W Louver

c0/180, 63.4deg c90/270, 89.1deg
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AVERAGE BEAM ANGLE(50%):97.4DEG  

-/+180
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205.32cm

451.69cm

615.95cm

821.26cm

1026.58cm

563.8,1205lx

116.5,249.0lx

62.65,133.9lx

35.24,75.32lx

22.55,48.20lx

1m 

2.2m 

3m 

4m 

5m 
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T8
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Double Parabolic Reflector

11-8102/ 418 / 5 / IP20 EL3

Ordering Example:

Ordering Guide: 

Freq/ Voltage and Ballast Type

1- Magnetic 220V 50Hz  

2- Magnetic 230V 50Hz 

3- Magnetic 240V 50Hz  

4- Magnetic 220V 60Hz 

5- High frequency ballast 

6- High frequency economy ballast

7- High frequency DALI ballast 

8- High frequency Regulator ballast

Accessories Option:

EL3 - 

FT- 

C- 

Emergency kit

Fuse Terminal

Capacitor

11-8102        4     

Model Number

No. of Lamps

18  5     IP20  EL3

Wattages

Accessories Option 

IP Rating 

Ballast type

* LT Surface Double parabolic fitting 60x60  4x18W HF IP20 /EL3

 

Application:

Office, Institutes, Recreation, Retail
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CLASS I

Diffuser type-PrismaticT8
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Housing:

Diffuser: 

CRCA sheet steel white epoxy polyester 

powder coated in white.

Polystyrene Prismatic Diffuser

Installation: 

Specification:

11-8203

11-8204

Description:

Surface Mounted

Housing: CRCA sheet steel white epoxy polyester 
powder coated in white.

Diffuser: Acrylic Prismatic Diffuser laid in extruded 
aluminium frame
High quality EPDM gasket for IP44 
protection 

Installation:  Surface Mounted

11-82XX series luminaires are high output, surface range of fluorescent luminaires with diffusers. The high quality diffusers provide even distribution of light, 
comfortable lighting and high ingress protection. With proper lighting design it gives appropriate ambience and feel.

IP32

IP40   IP44

Schematic

18W  36W 

L H W

1 X 612 80 185

2 X 80 300

3 X 80 595

4 X 80 595

Common to all 

Wattages

Dimensions in (mm)

No. of 

Lamps

1222             

612 

612 

612 

1222             

1222             

1222             

L

IP32 

IP40   IP44
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T8
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Diffuser type-Prismatic

Polar Diagram:

c0/180, 109.7deg c90/270,101.6deg

AVERAGE BEAM ANGLE(50%):106.4DEG  

-/+180
1m 

2.2m 

2.8m 

4m 

5m 
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600
900
1200
1500

245.25cm

539.54cm

686.69cm

980.98cm

1226.23cm

Diameter

355.1,1043lx

73.36,215.5lx

45.29,133.0lx

22.19,65.18lx

14.20,41.72lx

Application:

Shops, Stores, Kitchen, Washroom, Canteen, etc.

* LT Surface Prismatic diffuser  60x60  4x18W HF IP32 /EL3

Ordering Example:

Ordering Guide: 

Freq/ Voltage and Ballast Type

1- Magnetic 220V 50Hz  

2- Magnetic 230V 50Hz 

3- Magnetic 240V 50Hz  

4- Magnetic 220V 60Hz 

5- High frequency ballast 

6- High frequency economy ballast

7- High frequency DALI ballast 

8- High frequency Regulator ballast

Accessories Option:

EL3 - 

FT- 

C- 

Emergency kit

Fuse Terminal

Capacitor

4x18W Prismatic

11-8203/ 418 / 5 / IP32 EL3

 11-8203         4     

Model Number

No. of Lamps

18  5  IP32  EL3

Wattages

Accessories Option 

IP Rating 

Ballast type
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Diffuser type-OpalT8
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Specification:

Schematic

Housing:

Diffuser: 

CRCA sheet steel white epoxy polyester 

powder coated in white.

Polystyrene Opal Diffuser

Installation: 

11-8205

11-8206

Description:

Surface Mounted

Housing: CRCA sheet steel white epoxy polyester 
powder coated in white.

Diffuser: Acrylic Opal Diffuser laid in extruded 

aluminium frame
High quality EPDM gasket for IP44 
protection 

Installation:  Surface Mounted

CLASS I

IP32

IP40 IP44

11-82XX series luminaires are high output, surface range of fluorescent luminaires with diffusers. The high quality diffusers provide even distribution of light, 
comfortable lighting and high ingress protection. With proper lighting design it gives appropriate ambience and feel.

18W  36W 

L H W

1 X 612 80 185

2 X 80 300

3 X 80 595

4 X 80 595

Common to all 

Wattages

Dimensions in (mm)

No. of 

Lamps

1222             

612 

612 

612 

1222             

1222             

1222             

L

L

H

W

IP40   IP44IP32 
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T8
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Diffuser type-Opal

11-8205/ 418 / 5 / IP32/ EL3

* LT Surface Opal diffuser 60x60 4x18W HF IP32 /EL3

Ordering Example:

Ordering Guide: 

Freq/ Voltage and Ballast Type

1- Magnetic 220V 50Hz  

2- Magnetic 230V 50Hz 

3- Magnetic 240V 50Hz  

4- Magnetic 220V 60Hz 

5- High frequency ballast 

6- High frequency economy ballast

7- High frequency DALI ballast 

8- High frequency Regulator ballast

Accessories Option:

EL3 - 

FT- 

C- 

Emergency kit

Fuse Terminal

Capacitor

Polar Diagram:

c0/180, 111.5deg c90/270,112.0deg

AVERAGE BEAM ANGLE(50%):113.0DEG  

-/+180
1m 

2.2m 

3m 

4m 

5m 

Diameter

90

120

150

60

30
0

-90

-60

-30

-120

-150

0
160
320
480
640
800

294.01cm

646.82cm

882.03cm

1176.04cm

1470.05cm

233.8,779.2lx

48.31,161.0lx

25.98,86.58lx

14.61,48.70lx

9.352,31.17lx

Application:

Shops, Stores, Kitchen, Washroom, Canteen, etc.

4X18-Opal

11-8205                        

Model Number

No. of Lamps

18  5  IP32      EL3

Wattages

Accessories Option 

IP Rating 

Ballast type

 4 
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Clean Room LuminaireT8
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IP65 CLASS I

8304/8306/8307
11-8304Housing: CRCA sheet steel white epoxy 

polyester powder coated in white.

Installation: 

IP54

Acrylic Prismatic Diffuser 

Extruded Aluminium FrameSurface Mounted

11-8307
Mirror Louver 

Tempered Glass 

Extruded Aluminium Frame

Specification:

Description:
11-83XX series are dedicated for surface and plasterboard suspended ceilings with high level of protection against penetration of dust and water. This series has a 
special sealed, leak  proof, UV protected/stabilized construction ensuring clean room luminaire fitting with a protection  grade of IP54/65. 

Schematic

18W 36W 58W

L H W

2 X 100 295

4 X 100 595

Common to all 

Wattages

Dimensions in (mm)

No. of 

Lamps

- 1222

-

1522

-

L L

612

11-8306
Acrylic Opal Diffuser 

Extruded Aluminium Frame

L

H

W

Diffuser: 

Reflector: 
Diffuser: 
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T8
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Clean Room Luminaire

11-8304/ 418 / 5 / IP54 / EL3

* LT Surface Clean Room- Prismatic Diffuser 60x60  4x18W HF IP54/EL3

Ordering Example:

Ordering Guide: 

Freq/ Voltage and Ballast Type

1- Magnetic 220V 50Hz  

2- Magnetic 230V 50Hz 

3- Magnetic 240V 50Hz  

4- Magnetic 220V 60Hz 

5- High frequency ballast 

6- High frequency economy ballast

7- High frequency DALI ballast 

8- High frequency Regulator ballast

Accessories Option:

EL3 - 

FT- 

C- 

Emergency kit

Fuse Terminal

Capacitor

Polar Diagram:

c0/180, 93.7deg c90/270,87.7deg

AVERAGE BEAM ANGLE(50%) 91.8DEG  

-/+180
1m 

2.2m 

3m 

4m 

5m 

Diameter

203.0,676.3lx

41.95,139.7lx

22.56,75.14lx

12.69,42.27lx

8.121,27.05lx

90

120

150

60

30
0

-90

-60

-30

-120

-150

0
180
360
540
720
900

192.03cm

422.47cm

576.09cm

768.13cm

960.16cm

90

120

150

60

30
0

-90

-60

-30

-120

-150

c0/180, 109.4deg c90/270,108.7deg

AVERAGE BEAM ANGLE(50%) 109.1DEG  

-/+180

0
120
240
360
480

600

1m 

2.2m 

2.8m 

4m 

5m 

Diameter4x18W Opal  4x18W MTG

Application:

Hospitals and health care, sterile rooms, food and chemical industries, etc.

279.22cm

614.28cm

781.81cm

1116.88cm

1396.09cm

188.6,587.2lx

38.96,121.3lx

24.05,74.90lx

11.79,36.70lx

7.544,23.49lx

  11-8304         4     

Model Number

No. of Lamps

18  5  IP54      EL3

Wattages

Accessories Option 

IP Rating 

Ballast type
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Ball Proof LuminaireT8
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11-8601
Housing: CRCA sheet steel white epoxy polyester 

powder coated in white.

Reflector: Mirror Aluminium with  specular  high 

gloss.         

Installation: Surface Mounted

CLASS IIP20

Specification:

11-8601 series is the ball proof luminaire having impact resistance feature. The robust construction of housing with the protection rod reflector serves the real application. 
The cross lamellae prevent players from seeing directly into the lamps. Luminaires complied for protection against flying balls according to DIN EN12193.

Schematic

Polar Diagram:

c0/180, 55.7deg c90/270,90.3deg

AVERAGE BEAM ANGLE(50%) 68.4DEG  

-/+180
1m 

2.2m 

3m 

4m 

5m  

Diameter

90

120

150

60

300

0

-90

-60

-30

-120

-150

4x18W 

0
400
800

1200
1600
2 00

105.58cm

232.27cm

316.74cm

422.32cm

527.90cm

936.6,1512lx

193.5,312.4lx

104.1,168.0lx

58.54,94.49lx

37.46,60.47lx

Description:

L

H

W

18W  36W 58W

L H W

2 X 87 295

3 X 87 595

4 X 87 595

Common to all 

Wattages

Dimensions in (mm)

No. of 

Lamps

595

1195 1495-

- 1195

1195

1495

1495

L L



11-8601/418/ 5 / IP20/EL3/A

* LT Surface Ball Proof 4x18W HF IP20/EL3/Aluminium Rod

Ordering Example:

Ordering Guide: 

Accessories Option:

EL3 - 

FT- 

Emergency kit

Fuse Terminal

Application:
Recreational areas, indoor sports halls like squash courts, gymnasiums, schools and other specific areas requiring high 
degree of mechanical protection etc. 

 11-8601        4    

Model Number

No. of Lamps

18  5  IP20    EL3

Wattages

Accessories Option 

IP Rating 

Ballast type
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Ball Proof LuminaireT8
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A- 

SS- 

Aluminium rod

Stainless steel clip

Freq/ Voltage and Ballast Type

1- Magnetic 220V 50Hz  

2- Magnetic 230V 50Hz 

3- Magnetic 240V 50Hz  

4- Magnetic 220V 60Hz 

5- High frequency ballast 

6- High frequency economy ballast

7- High frequency DALI ballast 

8- High frequency Regulator ballast
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Specification:

14W  28W 35W

L H W

1 X 595 1195             1495 60 185

2 X 60 295

3 X 60 595

4 X 60 595

Common to all 

Wattages

Dimensions in (mm)

No. of 

Lamps

595

595 

595

1195

1195

1195

1495

-

-

11-5102

IP20 CLASS I

Double Parabolic ReflectorT5

Description:
11-5102 is high efficiency series that achieved an overall energy saving of 25% compare to T8 luminaires . Many designs with variable placement of lamps are available.   
The infill panel housing the louver can be either plain, perforated or screen printed to standard or custom design. The special process of the reflector surface coating 
known as PVD technology improves the optical performance and increases it efficiency up to 20% compared to standard anodised Aluminium.

www.litetechind.com

Housing: CRCA sheet steel white epoxy polyester 
powder coated in white.

Reflector: Anodized aluminium reflector MIRO/VEGA 

Surface Mounted

Schematic

L L

Installation:

SU
R

FA
C

E

L

H

W

2+2 1+1+1+1
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Double Parabolic ReflectorT5
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11-5102/ 414 / 5 / IP20/EL3

* LT Surface Double parabolic fitting 60x60  4x14W  HF IP20/EL3

Ordering Example:

Ordering Guide: 

Freq/ Voltage and Ballast Type

5- High frequency ballast 

6- High frequency economy ballast

7- High frequency DALI ballast 

8- High frequency Regulator ballast

Accessories Option:

EL3 - 

FT- 

Emergency kit

Fuse Terminal

Application:
Most suitable for offices, VDU areas, recreatiional ares, shopping complexes, libraries etc.

 Option:

1+1+1+1

2+2 

4 louvers with metal partition

2 sets of louvers with metal partition

c0/180, 93.1deg c90/270, 93.9deg

AVERAGE BEAM ANGLE(50%):93.8DEG  

-/+180

1m 

2.2m 

3m 

4m 

5m 

Polar Diagram:

90

120

150

60

302500

0

-90

-60

-30

-120

-150

0
500
1000
1500
2000

204.60cm

450.12cm

613.80cm

818.40cm

1023.00cm

Diameter

850.6,2006lx

175.8,414.5lx

94.52,222.9lx

53.17,125.4lx

34.03,80.25lx c0/180, 97.3deg c90/270, 95.7deg

AVERAGE BEAM ANGLE(50%):92.2DEG  

-/+180
1m 

2.2m 

3m 

4m 

5m 

Diameter2X214W 

90

120

150

60

30
0

-90

-60

-30

-120

-150

0
400
800

1200
1600
2000

414W 

221.99cm

488.38cm

665.98cm

887.97cm

1109.96cm

701.8,1575lx

145.0,325.4lx

77.98,175.0lx

43.87,98.42lx

28.07,62.99lx

11-  5102     4     

Model Number

No. of Lamps

14  5  IP20    EL3

Wattages

Accessories Option 

IP Rating 

Ballast type
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T5
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Diffuser type

11-5204

IP44 CLASS I

Description:

Housing: CRCA sheet steel white epoxy polyester 

powder coated in white.

Diffuser: Acrylic Prismatic Diffuser laid in extruded 

aluminium frame
High quality EPDM gasket for IP44 
protection 

Installation:  Surface Mounted

11-52XX series luminaires are high output, surface range of fluorescent luminaires with diffusers. The high quality diffusers provide even distribution of light, 
comfortable lighting and high ingress protection. With proper lighting design it gives appropriate ambience and feel.

IP40

11-5206
Housing: CRCA sheet steel white epoxy polyester 

powder coated in white.

Diffuser: Acrylic Opal Diffuser laid in extruded 
aluminium frame
High quality EPDM gasket for IP44 
protection 

Installation:  Surface Mounted

Specification:

Schematic

14/24W  28/54W 

L H W

1 X 60 295

2 X 60 295

3 X 60 595

Common to all 

Wattages

Dimensions in (mm)

No. of 

Lamps

595 

- 

595 

1195             

1195             

-             

L

4 X 60 595595 1195             

L

H

W
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T5

www.litetechind.com

SU
R

FA
C

E

Diffuser type

Polar Diagram:

c0/180, 114.4deg c90/270,103.4deg

AVERAGE BEAM ANGLE(50%):109.9DEG  

-/+180
1m 

2.2m 

2.8m 

4m 

5m 

Diameter

Application:
Offices, VDU areas, recreational areas, shopping complexes, libraries etc.

11-5204/ 414/ 5 / IP40/EL3

* LT Surface prismatic diffuser  60x60 4x14W HF IP40/EL3

Ordering Example:

Ordering Guide: 

Freq/ Voltage and Ballast Type

5- High frequency ballast 

6- High frequency economy ballast

7- High frequency DALI ballast 

8- High frequency Regulator ballast

Accessories Option:

EL3 - 

FT- 

Emergency kit

Fuse Terminal

90

120

150

60

30
0

-90

-60

-30

-120

-150

0
300
600
900

1200
1500

253.16cm

506.33cm

759.49cm

1012.66cm

1265.82cm

464.5,1342lx

116.1,335.4lx

51.61,149.1lx

29.03,83.85lx

18.58,53.67lx c0/180, 112.0deg c90/270,111.2deg

AVERAGE BEAM ANGLE(50%):111.7DEG  

-/+180

1m 

2.2m 

2.8m

4m 

5m 

Diameter4X14W Prismatic

90

120

150

60

30
0

-90

-60

-30

-120

-150

0
300
600
900

1200
1500

292.33cm

584.66cm

876.99cm

1169.33cm

1461.66cm

348.7,1162lx

87.16,290.6lx

 38.74,129.1lx

21.79,72.64lx

13.95,46.49lx

4X14W Opal

11-5204         4    

Model Number

No. of Lamps

14  5  IP40    EL3

Wattages

Accessories Option 

IP Rating 

Ballast type
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T5
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IP65 CLASS I

11-5304

Specification:

11-5307

Housing: CRCA sheet steel white epoxy polyester 

powder coated in white. Diffuser: 

Reflector: 

Installation: 

IP54

Acrylic Prismatic Diffuser 

Extruded Aluminium 

frame
Surface Mounted

5304/5306/5307

Description:
11-53XX series is fully closed surface luminaire for T5 lamps for application in clean rooms and dust/water ingress protection areas.  The version of mirror louver 
with tempered glass and opal or prismatic diffuser with clear PMMA diffuser to make flat surface for clean and maintenance. It is constructed along with welded mounting 
brackets for easy installation.

11-5306
Diffuser: Acrylic Opal Diffuser 

Extruded Aluminium Frame

Clean Room Luminaire

Schematic

14W 28W 35W

L H W

2 X 100 295

4 X 100 595

Common to all 

Wattages

Dimensions in (mm)

No. of 

Lamps

- 1222

-

1522

-

L L

612

Mirror Louver

Extruded Aluminium Frame 

Tempered  Glass

L

H

W
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Clean Room Luminaire

11-5304/ 414 / 5 / IP54/EL3

* LT Surface Clean Room- Prismatic Diffuser 60x60  4x14W HF IP54/EL3

Ordering Example:

Ordering Guide: 

Freq/ Voltage and Ballast Type

5- High frequency ballast 

6- High frequency economy ballast

7- High frequency DALI ballast 

8- High frequency Regulator ballast

Accessories Option:

EL3 - 

FT- 

Emergency kit

Fuse Terminal

Polar Diagram:

c0/180, 93.6deg c90/270,82.8deg

AVERAGE BEAM ANGLE(50%) 91.3DEG  

-/+180
1m 

2.2m 

3m 

4m 

5m 

Diameter

c0/180, 88.9deg c90/270,99.6deg

AVERAGE BEAM ANGLE(50%) 93.9DEG  

-/+180

1m 

2.2m 

3m 

4m 

5m 

Diameter
4X14W Opal 4X14W MTG 

Application:
Hospitals and Health care, Sterile Rooms, Food and Chemical Industries, etc.

90

120

150

60

30
0

-90

-60

-30

-120

-150

0
300
600
900

1200
1500

175.01cm

385.01cm

525.02cm

700.03cm

875.03cm

701.7,1313lx

145.0,271.3lx

77.97,145.9lx

43.86,82.06lx

28.07,52.52lx

90

120

150

60

30
0

-90

-60

-30

-120

-150

0

300
600
900
1200
1500

196.11cm

431.43cm

588.32cm

784.42cm

980.53cm

698.6,1452lx

144.3,300.0lx

77.62,161.4lx

43.66,90.76lx

27.94,58.09lx

  11-5304      4    

Model Number

No. of Lamps

14  5  IP54    EL3

Wattages

Accessories Option 

IP Rating 

Ballast type



LITETECH 21
THE ULTIMATE SOLUTION FOR ILLUMINATION

T5

www.litetechind.com

SU
R

FA
C

E

Direct and Indirect Luminaire

CLASS IIP20

11-5408

11-5409

Housing: 

Diffuser:

Installation:

CRCA sheet steel white epoxy polyester 

powder coated in white.

Perforated Diffuser

Surface Mounted

Specification:

Description:
11-54XX is an innovative, high performance series with a wide range of optics and reflectors for soft illumination and is engineered for outstanding ergonomics. It is a 
perfect choice for optimum light distribution, good glare control and prevents direct view of lamps, achieved by micro perforated diffuser with opal flexi lens.

L H

2 X 110

14/24 Wattages

Dimensions in (mm)

No. of 

Lamps

595

W

595

4 X 110595 595

Housing: 

Reflector:

Installation: Surface Mounted

CRCA sheet steel white epoxy polyester 

powder coated in white.

T5 Aluminium 

Perforated Diffuser

Schematic

L

H

W
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Direct and Indirect Luminaire

11-5408/414/ 5 / IP20/EL3

* LT Surface Indirect  60x60  4x14W HF IP20/ EL3

Ordering Example:

Ordering Guide: 

Freq/ Voltage and Ballast Type

5- High frequency ballast 

6- High frequency economy ballast

7- High frequency DALI ballast 

8- High frequency Regulator ballast

Accessories Option:

EL3 - Emergency kit

Polar Diagram:

c0/180, 86.9deg c90/270,97.6deg

AVERAGE BEAM ANGLE(50%) 94.1DEG  

-/+180

1m 

2.2m 

3m 

4m 

5m 

Diameter
414 D/I 

Application:
General Offices, Computer Rooms, Libraries, Educational Institutes, Shopping Complexes, Health Care Institutes and other similar  

applications where optimum light distribution and low glare are the primary requirements. 

90

120

150

60

30
0

-90

-60

-30

-120

-150

0
300
600
900
1200
1500

189.57cm

417.06cm

568.72cm

758.29cm

947.86cm

670.4,1325lx

138.5,273.8lx

74.49,147.3lx

41.90,82.84lx

26.82,53.02lx

 11-5408                          4    

Model Number

No. of Lamps

14  5  IP20    EL3

Wattages

Accessories Option 

IP Rating 

Ballast type
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Wall Washer Luminaire

CLASS IIP20

11-5500
Housing: 

Reflector:

Installation:

CRCA sheet steel white epoxy polyester 

powder coated in white. 

Asymmetrically formed Aluminium Matt 

Finish

Surface Mounted

Specification:

Description:

11-5500 series is a popular lighting technique used in modern architecture. It is a tool mainly used to create lighter spaces or making the rooms seem brighter or higher. 
Wall washers have a wide-beam characteristic. They are offered with an assymetric light distribution.

Schematic

Reflector

W

 14W 28W/54W

L H W

1 X 100 295

2 X 100 295

Common to all 
Wattages

Dimensions in (mm)

No. of 

Lamps

595

595

L

1195

1195

Polar Diagram:

c0/180, 99.4deg c90/270,33.5deg

1m 

2.2m 

3m 

4m 

5m 

Diameter1X28W

90

120

150

AVERAGE BEAM ANGLE(50%):56.2 DEG  

-/+180

60

30
0

-90

-60

-30

-120

-150

0
300
600
900

1200
1500

59.55cm

131.01cm

178.65cm

238.19cm

297.74cm

413.2,920.1lx

85.38,190.1lx

45.91,102.2lx

25.83,57.51lx

16.53,36.81lx

L

H
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Wall Washer Luminaire

11-5500/128 / 5 / IP20

* LT Surface Wall Washer 1X28W HF IP20

Ordering Example:

Ordering Guide: 

Freq/ Voltage and Ballast Type

5- High frequency ballast 

6- High frequency economy ballast

7- High frequency DALI ballast 

8- High frequency Regulator ballast

Application:
For focus lighting in Display and Retail areas, Shops, etc.

 11-5500   1                                       
Model Number

No. of Lamps

 28  5   IP20

IP Rating 

Ballast Type 

Wattages
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Ball Proof Luminaire

CLASS I

11-5601

Specification:

Housing: CRCA sheet steel white epoxy polyester 

powder coated in white.

Reflector: Mirror Aluminium with  specular  high 

gloss.         

Installation:

IP20

Surface Mounted

Polar Diagram:

c0/180, 87.5deg c90/270,60.7deg

1m 

2.2m 

3m 

4m 

5m 

Diameter4X80W

Schematic

14W  28W 80W

L H W

4 X 595 1195          1495 90 595

Common to all 

Wattages

Dimensions in (mm)

No. of 

Lamps L L

117.80cm

259.16cm

353.40cm

471.20cm

589.00cm

4917,8624lx

1016,1782lx

546.3,958.2lx

307.3,539.0lx

196.7,345.0lx

90

120

150

AVERAGE BEAM ANGLE(50%):71.0 DEG  

-/+180

60

30
0

-90

-60

-30

-120

-150

0
1800
3600
5400
7200
9000

11-5601 series is the ball proof luminaire having impact resistance feature. The robust construction of housing with the protection rod reflector serves the real application. 
The cross lamellae prevent players from seeing directly into the lamps.

Description:

L

H

W
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Ball Proof Luminaire

11-5601/480 / 5 / IP20/EL3/A

* LT Surface Ball Proof 4x80W HF IP20/EL3/Aluminium Rod

Ordering Example:

Ordering Guide: 

Freq/ Voltage and Ballast Type

5- High frequency ballast 

6- High frequency economy ballast

7- High frequency DALI ballast 

8- High frequency Regulator ballast

Accessories Option:

EL3 - 

FT- 

Emergency kit

Fuse Terminal

Application:
Recreational areas, indoor sports halls like squash courts, gymnasiums, schools and other specific areas requiring high 

degree of mechanical protection etc. 

11-5601        4    

Model Number

No. of Lamps

80  5  IP20    EL3

Wattages

Accessories Option 

IP Rating 

Ballast type

 

SS Stainless steel clip

A Aluminium Rod
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Direct and Indirect Luminaire

CLASS IIP20

11-7408

11-7409

Housing: 

Diffuser:

Installation:

CRCA sheet steel white epoxy polyester 

powder coated in white.

Perforated Diffuser

Surface Mounted

Specification:

Description:

11-74XX is an innovative, high performance series with a wide range of optics and reflectors for soft illumination and is engineered for outstanding ergonomics. It is a 
perfect choice for optimum light distribution, good glare control and prevents direct view of lamps, achieved by micro perforated diffuser with opal flexi lens.

L H

2 X 110

36/55 Wattages

Dimensions in (mm)

No. of 

Lamps

595

W

595

Housing: 

Reflector:

Installation:

CRCA sheet steel white epoxy polyester 

powder coated in white.

T5 Aluminium 

Perforated Diffuser

Surface Mounted

Schematic

L

H

W
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Direct and Indirect Luminaire

11-7408/255/ 5 / IP20/ EL3

* LT Surface Indirect  type 60x60  2x55W HF IP20/EL3

Ordering Example:

Ordering Guide: 

Freq/ Voltage and Ballast Type

5- High frequency ballast 

6- High frequency economy ballast

7- High frequency DALI ballast 

8- High frequency Regulator ballast

Accessories Option:

EL3 - 

FT- 

Emergency kit

Fuse Terminal

Polar Diagram:

c0/180, 131.7deg c90/270,108.6deg

AVERAGE BEAM ANGLE(50%) 123.6DEG  

-/+180
1m 

2.2m 

3m 

4m 

5m 

Diameter
2X55W Louver

Application:
General Offices, Computer Rooms, Libraries, Educational Institutes, Shopping Complexes, Health Care Institutes and other similar  
applications where optimum light distribution and low glare are the primary requirements. 

90

120

150

60

30
0

-90

-60

-30

-120

-150

0
300
600
900
1200
1500

278.19cm

612.02cm

834.58cm

1112.77cm

1390.96cm

405.9,1129lx

83.86,233.2lx

45.10,125.4lx

25.37,70.54lx

16.23,45.15lx

  11-7408     2    

Model Number

No. of Lamps

55 5  IP20    EL3

Wattages

Accessories Option 

IP Rating 

Ballast type
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Wall Washer Luminaire

CLASS IIP20

11-7500
Housing: 

Reflector:

Installation:

CRCA sheet steel white epoxy polyester 

powder coated in white. 

Asymmetrically formed Aluminium Matt 

Finish

Surface Mounted

Description:
11-7500 series have a  wide-beam characteristic. They are offered with an asymmetric light distribution. A main  matt aluminium reflector provides excellent asymmetrical 
light distribution for high vertical illuminances  to achieve precise optical control and effective wall washing. 

Polar Diagram:

c0/180, 99.4deg c90/270,33.5deg

AVERAGE BEAM ANGLE(50%) 56.2DEG  

-/+180
1m 

2.2m 

2.8m 

4m 

5m 

Diameter
1X28W

90

120

150

60

30
0

-90

-60

-30

-120

-150 87.93cm

193.44cm

246.20cm

351.72cm

439.65cm

914.7,1967lx

189.0,406.3lx

116.7,250.8lx

57.17,122.9lx

36.59,78.66lx

0
300
600
900
1200
1500

Specification:

Schematic

Reflector

W

36W/55W

H W

1 X 100 295

2 X 100 295

Common to all 

Wattages

Dimensions in (mm)

No. of 

Lamps L

595

1195
L

H
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Wall Washer Luminaire

Ordering Guide: 

Freq/ Voltage and Ballast Type

5- High frequency ballast 

6- High frequency economy ballast

7- High frequency DALI ballast 

8- High frequency Regulator ballast

Application:
For focus lighting in Display and Retail areas, Shops, etc.

11-7500/255 / 5 / IP20

*LT Surface Wall Washer 2X55W HF IP20

Ordering Example:

 11-7500        2

Model Number

No. of Lamps

55  5   IP20

IP Rating 

Ballast Type 

Wattages
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Diffuser type

11-8803
Housing: 

Diffuser:

Installation:

Description:
11-88XX is an excellent series with an extruded polystyrene diffuser which is specially designed for achieving uniform lighting. Diffuser wraps around the steel base 

and is snapped on with the white snap-on end caps. Suitable for surface or suspended type mounting

Specification:

Schematic

18W

H W

90 80

70 180

Common to all 

Wattages

Dimensions in (mm)

L

628

628

H

WL

36W

L

1240

1240

1 X

2 X

No. of 

Lamps

11-8805
Housing: 

Diffuser:

Installation:

CRCA sheet steel white epoxy polyester 
powder coated in white. 

Opal-UV stabilized Diffuser assembled 
with side endcaps

CRCA sheet steel white epoxy polyester 
powder coated in white. 

CLASS IIP44

Surface Mounted

Surface Mounted

Clear Prismatic Diffuser assembled with 
side endcaps
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Application:
Factories, clinics, corridors, offices, department stores, shops, washrooms etc.

Ordering Guide: 

Freq/ Voltage and Ballast Type

1- Magnetic 220V 50Hz  

2- Magnetic 230V 50Hz 

3- Magnetic 240V 50Hz  

4- Magnetic 220V 60Hz 

5- High frequency ballast 

6- High frequency economy ballast

7- High frequency DALI ballast 

8- High frequency Regulator ballast

Accessories Option:

EL3 - 

FT- 

C- 

Emergency kit

Fuse Terminal

Capacitor

11-8803/236/ 5 / IP20/ EL3

* LT Surface  Surface Wrap Around Diffuser   2x36W HF IP44/EL3

Ordering Example:

  11-8803   2 

Model Number

No. of Lamps

36 5  IP44   EL3

Wattages

Accessories Option 

IP Rating 

Ballast type

Diffuser type
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Diffuser type

11-5803
Housing: 

Diffuser:

Installation:

11-5805
Housing: 

Diffuser:

Installation:

CRCA sheet steel white epoxy polyester 
powder coated in white. 

Surface Mounted

CRCA sheet steel white epoxy polyester 
powder coated in white. 

Description:
11-58XX is an excellent series with an extruded polystyrene diffuser which is specially designed for achieving uniform lighting. Diffuser wraps around the steel base 
and is snapped on with the white snap-on end caps. Suitable for surface or suspended type mounting.

Specification:

Schematic

14W

H W

90 80

70 180

Common to all 

Wattages

Dimensions in (mm)

L

628

628

H

WL

28W

L

1240

1240

1 X

2 X

No. of 

Lamps

Surface Mounted

Clear Prismatic Diffuser assembled with 
side endcaps

Opal-UV stabilized Diffuser assembled 
with side endcaps.

CLASS IIP44
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Diffuser type

11-5803/ 228 / 5 / IP44/EL3

* LT Surface Wrap Around Diffuser 2X28W HF IP44/EL3

Ordering Example:

Ordering Guide: 

Freq/ Voltage and Ballast Type

5- High frequency ballast 

6- High frequency economy ballast 

7- High frequency DALI ballast 

8- High frequency Regulator ballast

Accessories Option:

EL3 - 

FT- 

Emergency kit

Fuse Terminal

Application:
Hospitals and Health care, Sterile Rooms, Food and Chemical Industries, etc.

  11-5803      2    

Model Number

No. of Lamps

28  5  IP44  EL3

Wattages

Accessories Option 

IP Rating 

Ballast type


	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Untitled
	Blank Page
	AREA LIGHT..REVISE2.pdf
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Untitled
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page

	RECESSED LIGHT T5-2010.pdf
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Untitled
	Blank Page
	AREA LIGHT..REVISE2.pdf
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Untitled
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page

	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page

	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Untitled
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page

